
Hallman Lindsay serves the communities where we live 

and work.  We provide expertise and quality products 

made and mixed in Wisconsin for over 60 years.

GREAT PAINT. GREAT PEOPLE.
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1717 N Bristol Street Sun Prairie, WI  53590 hallmanlindsay.com

MADE   &   MIXED   IN   WISCONSIN   FOR   OVER   60   YEARS

MASTER KOTE
MASTER KOTE	 interior wall finishes are designed to meet the needs of today’s 
professional applicator.  As a part of the Builder’s Legacy system, these products 
are formulated for easy, reliable application with good hide and touch-up qualities.  
The flat finish provides an ultra-flat sheen that reduces drywall imperfections in 
critical lighting. While the moisture-resistant eggshell finish provides an even, 
uniform sheen ideal for kitchens, bathrooms and traffic areas.  

MASTER KOTE provides a high-hiding, uniform finish that meets the needs of 
today’s production new construction market.  The zero-VOC, LEED v4 compliant 
formulation works for commercial projects looking to meet the strictest air 
quality standards.  These products are best used for painting drywall and cured 
plaster in residential, multi-family, institutional, and commercial buildings.

FEATURES
• High-Hiding Finish
• Excellent Walk-Away Appearance 

• Easy Application and Touch-up
• Zero-VOC, LEED v4 Compliant

BENEFITS
Construction-Focused Design
Designed for high-hide and consistent touch-
up allows construction and maintenance 
projects to stay on schedule and on budget 
by avoiding call backs.

Low-Odor, Zero-VOC Formulation
This zero-VOC, LEED v4 compliant finish 
provides the performance needed for 
contractors, specifiers, property managers, 
and general contractors looking to strictest 
air quality standards.

Local Manufacturing
Local production and shipping allow for 
faster inventory turns and factory batched 
colors in as little as two business days.  
Consult your Hallman Lindsay representative 
for details.

APPLICATION INFORMATION
Drying Time at 77° F 50% R.H:  
To Touch: 1 Hour*
Recoat: 4 Hours*
* Cooler temperatures and higher relative 
   humidity will extend dry times

Recommended Spreading Rate:
300 sq. ft. / Gal to achieve 
6.0 mils Wet Film Thickness 
2.0 mils Dry Film Thickness
Solids Content:
Volume: 30% ± 3  Weight: 50% ± 3

EQUIPMENT RECOMMENDATIONS
Roller:  1/2”-3/4” nap synthetic cover
Brush:  100% nylon or synthetic blend
Airless:  Minimum 3/4 GPM with .017” Tip @ 
2300-2700 PSI
HVLP:  Twin-stage turbine,5-8 PSI, .051-.070 
projector set

SAFETY AND COMPLIANCE
VOC (EPA Method 24):
0 g/L       0.0 lbs./Gal

TECHNICAL INFORMATION BASES: FLAT - 267 SERIES • EGGSHELL - 279 SERIES

PRIMER RECOMMENDATIONS
New Work
Drywall: Pro Wall Primer, 227.
Plaster/Masonry: Grip-Crete Masonry/Plaster 
Primer, 166.
Wood: Enamel Undercoat, 231.
Galvanized Surfaces: Enamel Undercoat, 231 or 
Metalguard DTM Acrylic Primer/Finish, 338.
Steel Surfaces: Metalguard Rust Inhibitive Primer, 
330.
Block: Grip-Crete Block Kote Block Filler, 184.
Repaint: Self-Priming.


