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SPRAY-FRIENDLY FORMULA

PRODUCT-ORIENTED FORMULA

UNIFORM APPLICATION

1717 N Bristol Street Sun Prairie, WI  53590

MADE   &   MIXED   IN   WISCONSIN   FOR   OVER   60   YEARS

h a l l m a n l i n d s a y . c o m

PRO SPRAY TEXTURE
PRO SPRAY TEXTURE is a professional-grade texture contains a unique aggregate 
that creates an even spray pattern for increased consistency during sprayouts 
while reducing wear on texture machines and pumps. Special non-course 
aggregate provides a more durable texture than tradition pumice additives.

PRO SPRAY TEXTURE is designed for consistent application while minimizing 
drywall imperfections including dents, tape points, and seams. Formulated for 
professional application, these spray-only products are intended for residential 
and commercial new construction and remodeling projects.

FEATURES
•	 Decorative Sand Texture
•	 Durable, High Building Textured 

Primer

•	 Consistent Appearance
•	 Can Help Meet LEED v4 Credits

BENEFITS
Consistent Application
Special aggregate stays in suspension 
longer creating a uniform spray pattern 
from start to finish.

Minimize Drywall Imperfections
High build finish with texture hides most 
minor drywall imperfections and repairs. 

Improved Finish Coat Performance
Unique non-abrasive aggregate allows 
finish coats to completely cover texture 
producing a more durable sand-texture 
finish.

Environmentally Responsible Finish
This zero-VOC finish meets the 
performance needs of contractors, 
specifiers, and general contractors 
looking to meet the strictest air quality 
standards.

APPLICATION INFORMATION
Drying Time at 77° F 50% R.H:  
To Touch: 1 Hour*
Recoat: Overnight*
* Cooler temperatures and higher relative 
   humidity will extend dry times
Recommended Spreading Rate:
100-200 sq. ft./Gal to achieve  
8-16 mils WFT; 3-5 mil DFT
Solids Content:
Volume: 34% ± 4  Weight: 50% ±5

EQUIPMENT RECOMMENDATIONS
Roller: ½” - 1” synthetic roller cover
Brush: Synthetic blend 5” or 6” block 
brush 
Spray: Graco texture unit or Goldblat 
unit designed for texture spraying. 
Contact your Hallman Lindsay Sales 
Representative for specific requirements.

SAFETY AND COMPLIANCE
VOC (EPA Method 24):
0 g/L       0.0 lbs./Gal

TECHNICAL INFORMATION BASES: WHITE- 357-1 ANTIQUE IVORY - 357-2 
FINISHING RECOMMENDATIONS	
Designer Finish: PURE and LUSTRE 
Series
Premium Finish: WONDERKOTE and 
EARTHSCAPES Series 
Professional Finish: PRO KOTE Series
Builder’s Legacy Finishes: MASTER KOTE, 
VELVET ARMOR, and Premium Hi-Build 
Series


