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MADE   &   MIXED   IN   WISCONSIN   FOR   OVER   65   YEARS

h a l l m a n l i n d s a y . c o m

HI-BUILD VINYL PRIMER/SEALER 
HI-BUILD VINYL PRIMER/SEALER is a production grade primer/sealer designed 
to prepare new drywall for painting and texturing.  The high-building nature fills 
exceptionally well producing uniform porosity with good enamel hold-out for 
improved finish coat performance.  When sprayed for full coverage, it will provide 
good wet and dry hide while reducing telegraphing seams and picture framing.    

HI-BUILD VINYL PRIMER/SEALER is designed for the high production, value-driven 
new construction market.  Zero-VOC, LEED v4 Credit Eligible formula reduces air 
quality impact on fellow trades and meets strict air quality standards.  Ideally 
used for residential and commercial production markets and topcoated with 
Builder’s Legacy and Pro Kote interior finishes.

FEATURES
• Production-Focused Design
• Creates Uniform Surface

•  Enamel Hold-Out
•  Zero-VOC, LEED v4 Credit Eligible

BENEFITS
Production-Focused Design
Fast spraying design fills and seals 
drywall with a single coat for faster job 
completion.

Environmentally Responsible Finish
This zero-VOC, LEED v4 credit eligible 
finish meets the performance needs of 
contractors, specifiers, builders, and 
general contractors looking to meet the 
strictest air quality standards.

APPLICATION INFORMATION
Drying Time at 77° F 50% R.H:  
To Touch: 1 Hour*
Recoat: Overnight*
* Cooler temperatures and higher relative 
   humidity will extend dry times
Recommended Spreading Rate:
200 sq. ft/gal to achieve  
8 mils WFT; 2.3 mils DFT
Solids Content:
Volume: 23% ± 2  Weight: 41% ± 2

EQUIPMENT RECOMMENDATIONS
Airless: .017-.021” tip @ 1800-2200 PSI
Roller: ½” - 1” nap synthetic roller cover
Brush: 100% nylon or synthetic blend

SAFETY AND COMPLIANCE
VOC (EPA Method 24):
<5  g/L      0.04  lbs./Gal

GOOD ENAMEL HOLD OUT - 52% TARGET SHEEN

FINISHING RECOMMENDATIONS 
Designer Finish: PURE and LUSTRE 
Series
Premium Finish: WONDERKOTE and 
EARTHSCAPES Series 
Professional Finish: PRO KOTE Series
Builder’s Legacy Finishes: MASTER KOTE, 
VELVET ARMOR, and PREMIUM HI-BUILD 
Series

TECHNICAL INFORMATION BASES: PRIMER SEALER - 350 SERIES


