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FIRST COAT FULL PRESSURE, PRIMED
SECOND COAT LOW PRESSURE, NOT FULL COVERAGE

LOW PRESSURE, NO PRIMER COAT, NOT FULL COVERAGE

FIRST COAT LOW PRESSURE, FULL COVERAGE

1717 N Bristol Street Sun Prairie, WI  53590

MADE   &   MIXED   IN   WISCONSIN   FOR   OVER   65   YEARS

h a l l m a n l i n d s a y . c o m

PREMIUM ORANGE PEEL HI-BUILD
PREMIUM ORANGE PEEL HI-BUILD is a single-source product that textures, primes, 
and finishes bare drywall.  Focusing on efficiencies, professional applicators can 
achieve a textured, flat-finished wall in two passes versus the traditional three or 
four coat systems.  Using the same material for texture and finish coat minimizes 
most scratches, dings, and other trade damage reducing time spent on touch-up 
and punch lists.  

PREMIUM ORANGE PEEL HI-BUILD is formulated to increase quality and production 
efficiencies in drywall finishing and painting.  When applied properly to achieve a 
light orange peel texture, project managers and general contractors can increase 
efficiency by reducing the coats and time needed to finish drywall.  This product 
is ideally used on bare drywall in residential, multi-unit, and commercial new 
construction.

FEATURES
•	  Single Product System
•	  Light to Medium Orange Peel

•	  Exceptional Enamel Hold-Out
•	  Labor and Time Saving System

BENEFITS
LABOR SOLUTION
Complete drywall finishing faster by 
achieving a sealed, textured and finished 
wall with two properly applied coats 
versus traditional three to four coat 
systems.

SINGLE-SOURCE PRODUCT SYSTEM
Uniform color between prime, texture and 
finish coats minimizes trade damage and 
time spent on touch-up.

EXCELLENT FILM BUILD AND SEAL
Heavy film build provides a lasting, 
durable finish with exceptional enamel 
holdout when applying accent or custom 
colors.

APPLICATION INFORMATION
Drying Time at 77° F 50% R.H:  
To Touch: 1 hour
Recoat: Overnight
* Cooler temperatures and higher relative 
   humidity will extend dry times
Recommended Spreading Rate:
160 sq. ft. / Gal to achieve 
10 mils WFT; 3.8 mils DFT
Solids Content:
Volume: 57% ± 2  Weight: 38% ± 2

EQUIPMENT RECOMMENDATIONS
Roller:  ½” - 1” nap synthetic roller cover 
Brush:  100% nylon or synthetic blend
Airless:  Minimum 1 GPM, .025” tip @  
2300 - 2700 PSI
HVLP:  Not Recommended

SAFETY AND COMPLIANCE
VOC (EPA Method 24):
33.885 g/L           0.28 lbs./Gal

FINISHING RECOMMENDATIONS	
High-Performance Acrylic: DURATECH 
Series
Designer Finish: PURE and LUSTRE 
Series
Premium Finish: WONDERKOTE and 
EARTHSCAPES Series 
Professional Finish: PROKOTE Series
Builder’s Legacy Finishes: MASTERKOTE, 
VELVET ARMOR, and PREMIUM HI-BUILD 
Series

TECHNICAL INFORMATION BASES: FLAT ANTIQUE IVORY - 351-2 SERIES 


